Easy Weig

M
PX-Series Checkweighing Bench Scale

Models &
Capacities
PX-6+ 6 x 0.001 Ib
PX-6 6 x 0.002 Ib
PX-12+ 12 x 0.002 Ib
PX-15 15 x 0.005 Ib
PX-30+ 30 x 0.005 Ib
PX-30 30 x 0.01 1Ib
PX-60+ 60 x 0.01 1Ib
PX-60 60 x 0.02 1Ib

Operating the Scale

Make sure the platter is sitting properly on top of the
platform and that there is nothing on top of the platter.
Also, make sure that the scale is plugged into the proper
outlet. Hold Power Switch until the scale display begins to
show the self test and then release the key. This is the
Initial State and displays appear like this:
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The number of zeroes and decimal places may vary
depending on model and capacity.

ZERO

Simple Weighing:
1. Place an item on the platter
2. The Stable Lamp will indicate a stable weight
3. Remove the item from the platter

Weighing Using Tares:
1. Place the empty container on the platter
2. Press and then place an item on the platter

3. The Stable Lamp will indicate a stable weight
4. Remove the item from the platter

Once you press , you will notice that the NET Lamp

will come on indicating to you that the weight shown is a
net weight. For example, this is what the display would

look like after you press :

= 000,

However, after Step 4 the display may look like this:

= 25l

In this example, the platter is empty and the tare was set
using an empty container that weighs 2.50 pounds.

Clearing Tares:
1. Make sure that there is nothing on the platter

2. Press and the display will show:

- Oin,

You are back to the Initial State.
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Installation & Assembly

Platter Assembly: Place the ABS plastic platform on the
scale. Then place the stainless steel platter on top.

Initial Setup: Plug the AC adapter or AC Power Cord
into the scale & then into an AC outlet. The cord plugs
underneath the right side of the scale next to the power
switch.

Power Switch: The power switch must be held down for
more than one second for the scale to turn ON.

Using the Unit Key:
1. Press and the weighing units will change
2. Repeat Step 1 until you reach the units you desire*
You can use the key in combination with/without

tares or with/without any weight on the platter. The scale
offers the following units: Pounds (Ib), Ounces (0z),
Kilograms, (kg), Grams (g), Counting (Pcs), Percentage
(%), and Pound-Ounce (Ib oz). *Note however that
Counting, Percentage, and Pound-Ounce are not to be
used in Legal for Trade applications.

Counting and Percentage Weighing:
1. Follow Unit key instructions to get to Pcs or % units

2. Press and hold down until the display shows:

-PUESOD -

3. Release the @ key. You can select to sample with

10, 20, 50, 100, or 500 pieces* by using the @ key.
4. Place the indicated number of piece on the platter

and then press . The scale will show Pcs or %

values.
*Note that when using Percentage, the scale will sample
with 10, 20, 50, 100, or 500 %.

Using the Mode Key:

1. Press and the weight resolution will change

2. Repeat Step 1 until you reach the mode you desire*

You can use the @ key in combination with/without

tares or with/without any weight on the platter. The scale
offers the following modes: Weighing1, Weighing2, Limit,
and Hold. *Note however that Weighing2 and Hold modes
are not to be used in Legal for Trade applications.

Charging the Battery

The Lamp is located on the top left side of the display.
When it turns ON you need to recharge the battery. The scale
can be ON or OFF when recharging so long as it is plugged into

an AC outlet. The Recharge LED is located above the key

and shows various states which are explained on the other side
of this guide. An overnight charge of 12 hours, will yield
approximately a 90% charge or about 90 hours of continuous
use (no-backlight.)
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Nomenclature Recharge LED
Right side view Standard model, rear view LED’s color indicates the 4 Charging States.
Green: Fully charged, 100% Charge.
Platter Yellow: Recharging, 90% ~ 99%. Quick Charge.
Stainless Steel Platter.___ i Optional Rear Red: Recharging, 0% ~ 89%. Keep Charging.
Display 3 :
astc SubPlater ; Off: Scale running on battery only. No
sl Charge.
Level Gauge
Power Switch: § Keypad
. Specification Label Gross/Net/Tare key, toggles the display
AC Adaptef Receptacle between Gross, Net, or Tare weights.

Unit key, used to toggle between the
different weighing units.”

Mode key, used to toggle between the

Standard model, front view

Platter

Display (front) \ different weighing modes.*
\\y/ —\—y
— //
3 Tare key, used to enter and clear tares.
/ / ﬁ /7//'/}% y
=14
Keypad— \ )x

/// Spwﬁcmm Label Zero key, used to set the zero point.

Adjustable Feet

Print key, for scales with serial ports only;
connects to serial printers.

Note: Some key functions must be setup by scale dealer.

Backlight Settings
1.Hold down & release when display

e E dAEE
2.press (@) @ @

3.Use to select on, oFF, or AlUko.
4.Press the @

Auto Shutoff

1.Turn scale ON and press @ while displays
are counting down.

®@®®®6

Z0%

128558485

Indicates that there are 10 hours of battery power left.
NET Indicates that the displayed weight is a net weight.
STABLE Indicates that the weight is stable.

ZERO Indicates that the scale is at zero (gross or net zero.)
GROSS Indicates that the displayed weight is a gross weight.
TARE Indicates that the displayed weight is the tare weight.
HOLD Indicates that the scale is in Hold mode.

™ Indicates that weight is above High Limit.
B8 indicates that weight is within Limits.
B Indicates that weight is below Low Limit.

2.Press to select J, !, 5, or 30 minutes.

3.Press the key to save the setting.

Specifications Error Messages
PX-12 / PX-
Models: PX-6 15’ PX-30 PX-60 Code Problem Solutions

Cavaciios| %0001 | 16x0005b | 30x0.01b | 60x0.02lb ;2;"0 'E‘;‘a'i Sz‘zrt‘t’e;’ tfze Remove all weight from
Pacilies: ™6, 0.0021b | 12x0.0021b | 30x 0.0051b | 60 x 0.011b Erral to vero a load thot o | platter & tum ON; try to
.1 1/6,000 and 1/3,000 Models; NTEP Approved CC# 06- greater than 4% of max | 2570 less weight, or scale
Resolution: 036 capacity needs calibration / service.
LCD Dlsplay . Weight: 6 Dlglts, 999.999 max _ Err5| Keyboard error The keypad has a short

F_’Iatter Size:]  Width: 300 mm/11.8" | Length: 225mm /8.9 : and it must be replaced.
Maximum Tare: Width: 320 mm/ 1F;IL’(,)apaC|ty Check that there is nothing
Product L h: 340 /13'4” Err 6| Load Cell error. on or obstructlng‘ the
Dimensions ength: mm/19. Platter; remove all items

Height: 125 mm/4.5” from scale.

Power:

AC Adapter: 120V AC, 60 Hz to 9V DC, 800mA, Positive
Tip

AC Cord: 120V AC, 60 Hz, Approximately 10 Watts
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Operating Temp:| -10° C~40°C/14°F~104°F
Charge Life: ;ggkﬁ‘lgﬂf without 48 hours with backlight
www.atronsystems.com AYSTEMS INC.
Battery Recharge:| 12 hour Quick Charge gives 90 hours of use w/o backlight




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


