
BMW 
Hermetic Portioning Scale 

 
Operation and Working Manual 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Please Read thoroughly Before Using 

English 
Spanish 



│BMW English Manual 

 

10215 S Sam Houston Parkway west, Missouri City, TX 77489, USA                                                                                             2 

Contents 

General Safety Warnings Before Using the Scale ....................................................................................................... 3 

Preparation of the scale for Using ................................................................................................................................ 3 

Specifications ................................................................................................................................................................ 3 

Keyboard description ..................................................................................................................................................... 4 

Operation ........................................................................................................................................................................ 4 

1-. TARE Function: .................................................................................................................................................... 4 

2-. ZERO Function: ................................................................................................................................................... 4 

3-. Operation Modes: ................................................................................................................................................. 5 

Only Weight Mode. ................................................................................................................................................ 5 

Over-Under Mode. ................................................................................................................................................. 5 

Counting Scale Model ............................................................................................................................................ 6 

4-. Calibration ............................................................................................................................................................ 6 

Alarm Indications ........................................................................................................................................................... 7 

Recommendations ......................................................................................................................................................... 7 

WARRANTY POLICY FOR ELECTRONIC SCALES BRAND MTY METROLOGY: ............................................................... 8 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Keep this manual for future references 

The illustrations in this manual are for reference only. They might be different from the real devices 



│BMW English Manual 

 

10215 S Sam Houston Parkway west, Missouri City, TX 77489, USA                                                                                             3 

General Safety Warnings Before Using the Scale 

  

• To gain the best performance of the device, prolong the duty life, make the Warranty valid if necessary, and to avoid hazard 

of fatal injuries Please read and understand this manual Before Using device. 

• Do not use the scale on areas with very high temperatures (over 104°F).  

• Waterproof IP-65 level; therefore, it is not submersible.  

• The load placed on the pan must not exceed the maximum weighing capacity of the scale. 

• If the scale is not going to be used for some time, clean it and store it inside a plastic bag in a dry condition. It is suggested to include 

an absorbent envelope to avoid the accumulation of moisture.  

• In addition, the internal recharged battery must be charged every three months to avoid thew risk of electrical injuries.  

• Before using the scale after a long period of storage, make sure that the internal battery is fully charged. (NOTE: Care should be 

taken not to leave the internal batteries charging for very long time, as this can decrease battery life). 

Preparation of the scale for Using 

 
• Before Using the scale, you may connect your device to the current, until the charge is complete (approximately 8 hours). 

• You can use the scale While it is charging if it is urgent, if not you may keep the scale turned off. 

• Place the scale on a firm, level surface without vibration for accurate weight readings. 

• Adjust the four leveling feet to set the level of the scale. 

• Avoid using the scale with direct sunlight or draft any kinds. 

• Remove any weight that may be on the platform before turning on the scale. 

• Once the scale has turned on, it will go through a test on the LCD screen and then return to zero to be ready to use. 

• Keep in mind, when the screen shows the “-Lo-” indicator, it means that the battery needs to charge. 

• All the weight products need to be placed in the center of the platform, for accurate weight readings. The weighing products must 

not exceed the edges of the pan.  

Specifications 
• Hermetic Scale IP-65: Against liquid spills and plague. 

• Multi-Units: lb, g, kg, oz. 

• Rechargeable Battery: 6Vcc 4A, with 50h of continuous 

work (The scale can operate while its charging). 

• Charger:  

Input: 127-220Vca 50-60Hz 

Output: 10.5Vcc 1A 5.7W. 

 

• 4 Operation Modes: Only Weight, Counting Scale, 

Progressive TARE, Over-Under (Programable alarm). 

• Sealing against liquids and plague on electronic zone. 

• Operation temperature: 32°F to 104°F. 

• Auto-Zero function when turning on the scale. 

 

Available Models & Capacities. 

 

 

 

  

 

 

 

Model Capacity Precision Min 

BMW-6 6lb 0.001lb 0.02lb 

BMW-12 12lb 0.002lb 0.04lb 

BMW-30 30lb 0.01lb 0.2lb 

BMW-60 60lb 0.02lb 0.4lb 
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Keyboard description 
• [UNIT]: Select the weighing unit between lb, g, kg & oz. 

• [TARE]: Activates or deactivates tare function. 

• [SET]: In weight mode, allows to set the values for Over-Under 

• [ZERO]: Correct to Zero the weight value. 

• [↑]: Allows you to modify numeric values on different operations. 

• [WEIGHT/COUNT]: Allows to Select the Operation mode. Weighing mode; or Counting Scale mode. 

 

Operation 

To ensure correct operation of the scale, it must be installed on a flat and stable surface. If required, the scale has height leveling feet to 

optimize said requirement and provide the best static stability of the equipment; just turn each of your feet to adjust until the bubble 

level (located on the base of the weight plate) indicates the proper position on the scale 

(NOTE: Check that the level drop is located in the center of the black circle (viewfinder)); Next step connect the scale to the electrical 

power supply. 

1-. TARE Function: This function allows you to weigh products without considering the weight of the container that contains them, to 

activate it or deactivate, just place the container on the plate and press [TARE]. 

a) Place the container on the scale plate and press [TARE], then the screen where the container weigh shows, returns to “ZERO.” 

b) Removes the container from the plate (In the screen will shows the weight of the container in negative value) and replace the 
container with the products on the scale, then on screen you can see the “TARE” flag is on and now the scale only shows the 

NET WEIGHT, that is, only the weight of the products. 

c) To deactivate the [TARE] function, just press again the key and, on the screen the “ZERO” flag turns on and the deactivate 

“TARE” flag. 

NOTE: The scale should not be operated for long periods with the “TARE” function active, because the “ZERO-Tracking” function 

will disable it eventually. 

2-. ZERO Function: This function allows you to return to “ZERO” any weight value recorded by the scale or to correct residual 

readings; to activate, press [ZERO], then the indicated weight on screen will disappear and the value return to zero, this function works 

with negative weight readings too. 
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3-. Operation Modes: The scale counts with 3 operations modes; depending on it, a flag will be activated on each mode. 

Operation Mode Active Flag 

Only weight Lb / kg / g / OZ 

Over-Under  out / in 

Counting Scale Cont  

Only Weight Mode. 

In this operation mode, the scale can operate with four units lb, g, kg, oz; to select the unit, just press the key [UNIT] until the flag that 

indicates which unit is active. The display will activate a light that indicates which units are selected, kilograms "kg", Gram’s “g”, 
pounds “lb” and ounces “oz”. 

 

Over-Under Mode. 

This function allows you to realize parcel weight verification task with previously established range, that means, you will be able to 

define the weight ranges for the product you are verifying, before start the operation on your scale, you must define the allowable weight 

limits with the following procedure. 

• Stablish Upper Limit:  

 
Press [SET], the display will alternately show the last established upper weight and the word "[-HH-]". following steps press [↑], 

on screen will appear the last program upper limit or “[00000]” in case it's the first time that you program a limit. For entering a 

new upper limit press [↑] and the blinking number will modify its value, with the key [TARE] you can move forward between the 

numbers, and with [ZERO] you can move back, (The number that can be modified before the decimal point, depends of the scale 

capacity, and the weighing unit that is selected), once you stablish the required value, press the key [TARE] until you change of 

menu. 
 

• Stablish Lower Limit:  

 
When finishing programming the last digit of the upper limit, automatically the display will alternately show the last established 

lower weight, and the word "[-LL-]". following steps press [↑], on screen will appear the last program upper limit or “[00000]” in 

case it's the first time that you program a limit. For entering a new upper limit press [↑] and the blinking number will modify its 

value, with the key [TARE] you can move forward between the numbers, and with [ZERO] you can move back, (The number that 

can be modified before the decimal point, depends of the scale capacity, and the weighing unit that is selected), once you stablish 

the required value, press the key [TARE] until you change of menu. 

 

• Alarm setting:  

When finished setting of Upper and Lower limits, the display will show any of the following messages: 
a) "[In]": Indicates that the alarm will activate when the registered weight is within the programmed limits. 

b) "[OUT]": Indicates that the alarm will activate when the registered weight is out of the programmed limits, that means, 

the alarm will start to sound when the weight is lower or higher than the lower and upper limit. 

c) "[NO]": The alarm is deactivated. 

  

NOTE: If you want to exit this mode, press the key [SET] in any moment during the process. To program any of these modes, press 

the key [↑], once the required alarms are selected, press [TARE], to confirm and finish the process of programming the OVER-UNDER 

mode. 

NOTE: The upper limit alarm fixed on the scale, cannot be greater than the capacity of the scale. 
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Counting Scale Model 

Before initiate the operation on this mode, it is important that you read the precautions for use, so the accuracy of the count and the 

weighing speed of this function, depends on the precision of the initial sample, so it's necessary to follow the suggestions below: 

I. Make the correct choice of the scale to be used, taking care that the precision (minimum division) of the scale is less than the unit 

weight of the pieces to be sampled or counted. For example, if the unit weight of the pieces is 0.15 lb, you should choose a scale 

that has a minimum division below 0.1 lb. 

NOTE: If the minimum division of the scale is greater than the unit weight of each piece, you can place several pieces and mark it as 

one, so that the sum of the weight, whether of the pieces as a whole, is greater than the minimum division of the scale. 

II. It is recommended that the initial sample contain (as far as possible) at least 200 pieces or more. 

To properly operate your scale, follow these steps. 

a) Press the key [WEIGHT/MODE], the “Count” light indicator on the display will turn on, this indicates that the counting scale 

mode are activated. 

b) On the display will show "[SAP (n)]" ((n) is the number of the pieces that the initial sample contains). 

c) Press the key [↑] to fix the number of pieces that the initial sample contains, you can choose between the default samples the 

scale had: 10, 20, 50, 100 & 200 pieces. Press the key [TARE], to confirm the number of pieces of the initial sample. 

 
NOTE: Each time that you press the key [↑] will change automatically the number of pieces in this order: 10, 20, 50, 100 & 200 pieces 

only. 

After you select the number of pieces of the initial sample, the display shows "[LOAD-C]" which means you have to place the pieces 

on the scale plate and press [TARE]. Subsequently, display will show “[SnnP]”, which means that it is loading the calibration of the 

counter mode, once it is finished, the number of pieces selected should appear on the screen, if the sample of pieces is removed, the 

count should return to zero. 

                                               

To EXIT from the Counting Scale mode the only you have to do is to press [WEIGHT/MODE] key; If you want to reselect an initial 

sample with another number of pieces, you just have to press again the [WEIGHT/MODE] key and it will return to the “[SAP (n)]” 

screen. To select a new initial sample. 

• Error messages. 

When the screen shows "[-CSL-]", it means the unit weight of each piece is not enough. So, we need to exit from the counting mode, 

remove the weight on the scale plate and enter again on the sample mode. 

 

4-. Calibration 

 NOTE: Your scale is a precision instrument, so its calibration must be performed by trained personnel with specialized equipment. 

Required material:  

● Pattern weights, with the full-scale capacity, (Preferably, otherwise, you need at least the 10% of the total capacity of the scale). 

● Access code.  
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Alarm Indications 

These messages are precautionary, for what is important to take care of them to prevent damage to the equipment. 

I. The display will show the message "[--oL--]" accompanied by a continuous alarm, this indicates that the weight is greater than 

its maximum capacity. So, the load must be removed immediately to prevent damage. 

II. If the battery charge is low, the display shows "[-L-]", while the weight is zero (the weight indicator works normally when the 
battery is charged). You can operate the scale for a short time, but you must connect the scale to the power supply as soon as 

possible to charge the battery. 

III. If the display shows “[FAIL]” it means you may have done an incorrect operation or entered an invalid request, so, you need 

to request again the operation. 

Recommendations 

A. Remember that your scale is an equipment that needs periodic maintenance, at least once a year, to make adjustments on its 

calibration and ensure its proper functioning, for this, we recommend visiting your distributor. 

B. Your equipment is prepared to support high humidity levels and dust, according to IP-65 standard, which qualifies it as a 

waterproof model, that means, inside of the scale is sealed, in addition to having a protective cover, we recommend you to 

never screws and O-rings to prevent damage. For exhaustive maintenance, go to a specialized technician. 

In case of failure go to an authorized distributor for a technical review, for more details se the page 

www.basculasmetrology.com.mx, or send your feedback to sales@concasseusa.com. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

This equipment is distributed by: 

http://www.basculasmetrology.com.mx/
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WARRANTY POLICY FOR ELECTRONIC SCALES BRAND MTY METROLOGY: 

MTY METROLOGY, residing at 10215 S, Sam Houston Parkway West, Missouri City, TX 77489, USA, guarantees this product against 

any manufacturing and/or labor defect that the equipment presents for a period of 1 YEAR, from the date of original purchase. If your 

equipment presents a failure during the year covered by this warranty, you must go with the distributor where you purchased the 

equipment, or to the indicated service center. At the time of showing of at the distributor or service center; The equipment must be 

delivered with its original accessories and package, likewise, you must present this warranty policy in original with the sales data and 

the seal of the distributor who sales you the equipment, duly filled out or submit a copy of your invoice attached. 

Warranty limitations:  

The warranty for the MTY METROLOGY electronic scale its valid if it meets the following criteria: 

● The equipment used properly according to its characteristics. 

● The security seal and the serial plate are not violated or mutilated. 

● That it is not used in environments or situations which it was not designed for. 

● That the equipment won't be modified, repaired, or altered for people who's not authorized by MTY METROLOGY. 

● For their part, some distributors offer extended warranty policies where they can offer home service, for this purpose the 

warranty is only valid with the distributor who offers it. 

● Básculas y Accesorios de Peso S.A. de C.V. Nor do our service centers offer extended or additional warranties of any kind 

even this is in writing or due to omissions in this policy. 

● This policy does not cover losses or decrease on products stored or processed with this equipment. 

NOTE: Is important to mention, this policy does NOT cover any kind of reparation and/or home service, so it is the owner's 

responsibility to take it directly with the distributor or service center. 

How to get your warranty: 
1-. Before going to your distributor or service center, check the failure that your equipment presents and consult the solution guide in 

your operation manual to solve the problem, if you cannot solve it, go to the next point. 

2-. Contact the distributor that sold you the equipment to advise you on the solution of the problem that your equipment presents, in 

case of not solving it go to the next point. 

3-. Go to your distributor and request the guarantee of your equipment, for this purpose you must deliver a letter to your distributor 

detailing the failure that occurs with your equipment, likewise you must deliver your policy and the equipment with its original packaging 

and accessories. 

4-. In the event that your distributor does not respond to your request, please report it to the following email address: 

sales@concasseusa.com or by contacting the following telephone number directly: (800) 824-1644 (832) 675-9699. 

5-. if you need repair service, contact service center in 1426 N Post Oak Rd, Houston, TX 77055, United States. 

 

The next the information must be filled out completely, otherwise not doing so implies the invalidation of the WARRANTY of the 

equipment. 

Authorized Distributor: ___________________________________________________________________________ 

Distributor Address: __________________________________________________________________________  

Date of purchase: ______________ Model: ______________ Serial: ______________ 

                                                                                                            

 

 

Distributor seal: ________________________ 

mailto:sales@concasseusa.com

